EML-SR SINGLE TURN MAGNETIC SENSOR

EML-SR FEATURES & APPLICATION
@ Long Life itz : 1X10° cycles
SINGLE TURN @ High Resolution ﬁgjfﬂﬁ@: +/- 0.1%FS
MAGNET’CHSENSOR @ Application ﬁ;fﬁ, #1% Angle .'nij',' Position -
TR 2 ﬁ%ﬁﬁ 3574 Tension - 5% Speed
@ Output Type ﬁf' VENT: 4-20 mA
DIMENSION ORDERING INFORMATION
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ELECTRICAL SPEC.
Power Supply 5 DC 10~30V
Output Type !5 5k 4-20 mA
Resolution 57 i##/% +/- 0.1%FS
Output Tolerance fi 72 +/- 0.1%FS
Output Loading fii!ifi#l 750 ohm
Dielectric Strength 7#1 FEY(Vrms) 1KV / min.

Dielectric Resistance 7% F1~' (MQ min.)

100 M/ 500 Vdc

Temp. Coefficient 317 =8 (ppm/C)

+/- 250 ppm/°C

MECHANICAL SPEC.

Shaft Diameter il 6 mm

Mechanical Angle Hti[§Et £ 360° continuous i5g

K FEEEr(rpm) 1000 rpm

Mechanical Life PSSR 1X10° cycles

Cable st - @4.5, 1 m long

Weight £ %! <200g

ENVIRONMENTAL SPEC.

Operating Temp. F*,?—”ﬁé =5 -20°C ~60°C

[OUTPUT CURVE | [CONNECTION

OUTPUT

RED Ve 10~30V
WHITE output
BLACK GND




